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Note:  Due to Malmet�s Policy of continuous product improvement;  
design and technical specifications are subject to change without notice.
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Forward  
 
To obtain maximum life and efficiency from you Malmet Bed Pan Sanitizer and to ensure safe 
operation, please read this manual thoroughly and follow all instructions before operating the 
machine. 
 
This manual provides information on the operation of the machine.  It is recommended that all 
persons operating the equipment have access to this manual for training purposes. 
 
 
 
Quality Policy 
 
Malmet (Australia) is Quality Certified to ISO 9001, AS 3902, NZS 9002 and guarantees the quality 
of this product.  Should you have any problems with your machine, contact the company from 
whom you purchased it, or Malmet (Australia). 
 
 
 

Malmet (Australia) Pty Ltd 
Head Office and Factory 

PO Box 373 
LEETON  NSW  2705 

 
 Telephone: (02) 6953 7677 
 Facsimile: (02) 6953 6197 
 E-mail: inquiries@malmet-aus.com.au 
 Web Site: www.malmet.com.au 
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Design Parameters 
 
The Malmet Sanitizer has been designed within the following parameters: 
 
a) A single bedpan with lid and two urine bottles can be emptied, cleaned and sanitized during 

each automatic cycle. 

The utensils that can be cleaned in the machine are:- 

i) Standard size bed pans 
ii) Standard commode bowl 
iii) Standard male and female urine bottles 
iv) Most plastic urine bottles including male non-spill and female cervec 
v) Slipper pan, with slipper pan rack (supplied) 

b) The cradle is designed to ensure that utensils are not dislodged during the cleaning cycle, 
the contents are emptied during door closure. 

c) The chamber and door are self-cleaning and do not permit water or soil to remain after a 
properly completed cycle.  Steam sanitation ensures all internal surfaces are totally clean 
and safe. 

d) The flush and clean stage: 

i) Removes the soil 
ii) Clears the trap 

e) A complete cycle is completed in approximately four (4) minutes. 

 
 
 
Note: If the machine is turned off or on initial start up, the first cycle will take longer as the 

machine has to raise the temperature of cold water to 90°C. 
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Section A � Unit Operation 
 
Hands Free Operation 

Zero Contamination � Totally Hands Free 
 
The Malmet �Energy Saver� is fully automatic. 
 

Door open, door close and cycle start can be activated without touching the machine. 
 
 
 
 
 
 
 
 
 

Front View 
 
Manual operation of the door and a manual start button are available. 
 
 
To Operate 
 
To Open Door  �  Break Sensor Beam 
 
To Close Door  �  Break Sensor Beam 
 
To Start Cycle  �  Break Sensor Beam when two LED flash for 8 seconds after door closure 
 
Note: If door is opened then closed and cycle has not commenced the beam must be 

broken twice. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Should the cold water tank overflow into the soil line the water overflow 

red LED will illuminate.   
(Flashing LED refers to Detergent Unit Only) 
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Bed Pan + Urinal Bottles 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Slipper Pan + Urinal Bottles 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


